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DIMENSION

WEIGHT

ELECTRICAL

POWER

CAPACITY

COMPRESSED AIR

AIR CONSUMPTION

950 x 1030 x 1450 mm

265 kg

380 V

7 kW

360 pcs/hr

6 bar

47 nl/min

Epaulette/Strap Creasing Machine irons epaulettes and 
prepares them ready for sewing without the need of reversing.

If needed also can iron reversed and sewed epaulettes/straps 
and makes them ready to be worn on shirts.

Speeds up manufacturing and standardizes the production 

By changing the moulds easily, can be used with all types of 
epaulettes other then curved types. 

Sleeve Placket Creasing Machine features an Oil-free operation 
system

Easy to use digital display

Digital screen provides hourly and daily production reports

Smart- fault notification system of Epaulette/Strap Creasing 
Machine enables easy detection of machinery malfunctions, 
trackable using the screen

Automatic stacking system

Unique resistances and computerized temperature control 
system of Epaulette/Strap Creasing Machine provides precise 
heat adjustment and energy savings

PLC (Programmable Logic Control) controlled machine

A number of safety precautions protect the operator

Machine has a CE certificate

Ütüleme yöntemi ile apoletleri ütüleyerek çevirmeye 
gerek kalmadan dikişe hazırlar.

Dilenirse dikilmiş ve çevrilmiş apoletleri ütüleyerek 
montaja hazırlar

Apoletlerin kusursuz ve standart bir şekilde ütülenmesini 
sağlar.

Kalıpları değiştirilerek kavisli apoletler hariç istenilen 
şekilde apolet katlamalarını yapar

Yağsız çalışma sistemi

Dijital ekran sayesinde kolay kullanım

Ekrandan saatlik ve günlük üretim raporu alınabilir

Akıllı arıza bulucu sistemi sayesinde makinedeki oluşan 
arızalar ekran üzerinden tespit edilir

Otomatik istifleme sistemine sahiptir

Kullanılan özel üretim rezistanslar ve bilgisayarlı ısı 
kontrol sistemi sayesinde hassas ısı ayarı ve enerji 
tasarrufu sağlar

Makine PLC kontrollüdür

Operatör açısından her türlü güvenlik önlemi makinenin 
üzerinde alınmıştır

Makine CE sertifikasına sahiptir
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